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DETAILSART.NUMBER

C001125 Vredo DZ344.07.5 AgriTwin + GPG 450

VREDO DZ 344.07.5 Agri Twin

Year of manufacture: 2023

Serial number: 3033.106

Specifications:

GPS working width: 4.35 m

Row spacing: 7.5 cm

Seed hopper capacity: 425 liters

Standard metering unit: 6R3S, suitable for 5 to 75 kg/ha

Weight: 2,235 kg

Dimensions (LxWxH): 1.49 x 3.00 x 2.20 m or 1.49 x 4.40 x 2.05 m

For 3-point linkage, Category II

Complete with lighting, calibration tray, level indicator in seed hopper, smooth roller, and hectare 

counter

Round LED lighting

Seed box with rounded shape for smooth seed flow

Option to store the calibration tray on the inside of the seed box lid

Elevated platform and foldable steps for safe and easy filling of the machine

Reflective warning signs / wide-load signs:

Automatically fold over the discs during transport

Required in some countries due to traffic regulations

Tractor requirements:

2x double-acting hydraulic connections and 12 Volt

1 return line must be pressureless

EDS + Level Sensor:

Electronic seed rate adjustment from the cabin, allowing extra seeding on bare patches

Electronic fill level indicator prevents driving with an empty seed hopper (with light and sound 

signal)

6R1S:

Cam wheel for sowing small quantities of small seeds

For machines with serial number <3033.041 and >3033.072

Example: Clover, 3–9 kg/ha

Road Traffic Regulation Adaptation (Germany):

Red/white warning panels and lighting as required by German TÜV

Disc protection:

Protects against stones, clods, and plant residue getting caught between the discs

EVERS GPG 440

Year of manufacture: 2023

Serial number: 77062921

General:

Working width: 4.40 meters

Attachment: Category II

Seeding unit available at extra cost

Standard front warning signs including lighting
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Hydraulically foldable to 2.95 meters transport width

Weight: 1,105 kg

Two operations in one pass:

Leveling bar

Harrow tines

Leveling Bar: Plates are spring-mounted, height adjustable, and eliminate uneven ground

Harrow Tines: Two rows of heavy-duty (12 mm) tines are used for turf treatment

Weed removal

Raking out dead grass and removing thatch

Activation of soil life

Encouragement of existing grass growth

Creating a seedbed for grass overseeding
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