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DETAILSART.NUMBER

G00101024 VT7028-3

Vredo VT7028-3

· Year of manufacture: 2020

· Machine number: 0111.047

· Hours: 8,200

· New engine 19-02-2025, 19 hours run

· Tire pressure change system

· Trimble RTK

· Vogelsang Swingmax 36m preparation

Technical Specifications

· Engine: Deutz TCD 16.0 V8, 505 kW / 687 hp, water-cooled

· EU Stage 4/Tier4F with SCR (AdBlue)

· Maximum torque: 2890 Nm @ 1400 rpm

· Drive with Vredo VVT700 CVT stepless transmission

· Two speed ranges: 0-20 km/h and 0-40 km/h

· Reverse: 0-17.5 km/h

· Fuel tank: approx. 650 liters

· AdBlue tank: 85 liters

· Fully air-suspended Claas Comfort cabin, incl. radio/CD player with Bluetooth (with external 

microphone for calls)

· Fully automatic air conditioning

· Control console in the right armrest of the seat, incl. driving and slurry system with joystick and 

touchscreen terminal

· All vehicle and slurry system data on Hydac terminal

· Air-suspended Grammer Maximo Super comfort seat

· Passenger seat

· Electrically adjustable and heated mirrors, incl. blind spot mirror

· Cigarette lighter

· Cruise control with load limit regulation

· Permanent all-wheel drive with lockable longitudinal differential in the gearbox for front axle 

and tandem rear axles

· Front and rear axles with cross-differential lock, switchable via push button

· Steering: 6-wheel and crab steering, 100% crab steering on the 1st and 2nd axle, 3rd axle 

partially crab steering

· Tires: Mitas 900/60 R42 SFT CHO 186 A8

· Hydraulically suspended front axle with pendulum damping, rear axles with level control

· 3-point hitch, CAT 3 dimensions, double-acting rear lifting device with self-aligning arms in crab 

mode, torsion-suspended CAT 4 quick coupler hooks

· Actively controlled automatic ground adaptation with pressure regulation or free floating, with 

distance control or float position

· Lifting height 660 mm, max height approx. 1 m with 900 tires

· Lifting force in ball max. 105 kN (10.5 tons), continuous 75 kN (7.5 tons)

· Manual operation of the 3-point hitch on fenders at the rear of the machine for easy attachment 

of implements

· Automatic SKF lubrication system with 4L grease reservoir
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· 1 pump as a closed system max. 260 l/min, 420 bar, slurry pump drive

· 2 LS pumps, 190 l/min per pump at 200 bar, for external valves and internal functions such as 

steering, cooling drive, suspension, etc.

· 4 free DW/EW rear valves, adjustable from the cabin

· Standard with free return 3/4"

· Reverse alarm

· Rearview camera with LCD color monitor in the cabin with speaker

· Connection for additional rear camera on the machine

· Telescopic cylinder for tank tilting on chassis

· 2 warning beacons on the cabin

· LED road lighting in the front underrun protection

· 2 LED work lights on the rear fenders of the cabin

· 2 LED work lights under the cabin

· 4 LED work lights in the cabin roof

· Air system connections for cabin and cooling system cleaning

· Quick air connection at the rear of the machine

· Telescopic ladder for inspection

· Fire extinguisher, 5 kg

· Vredo Trac is standard delivered with an emergency assistance kit (includes essential fuses, 

pressure sensors, connectors, and O-rings)

· Standard included: 2-year Remote Teleservice license (Vredo Service can log into the machine to 

resolve issues). After two years, the customer can purchase an extension

OPTION: TÜV EQUIPMENT VT 7028-3

Adaptation to German road transport regulations.

Features:

· Emergency steering system

· Warning signs front and rear

· License plate mounting plate at the rear

· Speed indication

· Wheel chocks

· TÜV inspection for 40 km/h with individual approval and justification for necessary exemptions

OPTION: SUPPORT AXLE VT7028-3 FOR ZBV 32000Zs

· Support axle for VT7028-3 with ZBV 32000Zs (FlexTank)

· Required for road approval when a wide (>30 m) trailing shoe or drag hose boom is mounted, if 

the front axle load exceeds >11.5 tons

· Increased permissible total weight

OPTION: VT 7028-3 TRIMBLE TMX/RTK

· Trimble Autopilot RTK with TMX 2050 display

· TMX 2050 display with Precision IQ software

· AG25 GNSS antenna mounted above pivot point lift swing bracket
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· Fully integrated into the steering system of the machine

· Also works in crab mode

· Trimble uses standard GLONASS and GPS satellites

· Standard EGNOS signal: accuracy 0-30 cm (absolute 0-2 m)

· RTK signal: accuracy 0-2 cm (absolute 0-2.5 cm)

· Includes RTK SIM card modem (RTK subscription to be arranged with the customer)

· Fully installed and tested

OPTION: TIRE PRESSURE CHANGE SYSTEM WITH MOTOR COMPRESSOR

· 350 l/min at 1500 rpm

· For standard 900 tires with an outer width of 3.0 m

· Piping around the wheels, removable for road transport

· Operable from the cabin

· 2 settings: minimum and maximum pressure

· Current tire pressures displayed on touchscreen in the cabin

OPTION: WINDSHIELD WIPERS ON CABIN DOORS

· Windshield wipers on the left and right sides of the cabin

· Switches mounted at the top of the cabin

OPTION: TRAILER AIR BRAKE VALVE VT7028-3

· Yellow and red couplings mounted at the rear of the Trac for towed implements with air brakes

OPTION: EXTRA LED WORK LIGHTS ON FENDERS

· 2 extra LED work lights on the rear fenders of the cabin

OPTION: FLEXTANK VT7028-3 ZBV 32000Zs

Standard equipment of the ZBV 32000Zs tank setup:

· Made of glass fiber reinforced plastic (GFK) with 6 baffle walls

· Tank capacity: GFK tank 25 m³ with inflatable rubber cap (7 m³) up to 32 m³

· Tank mounted on a galvanized subframe and hydraulically tiltable

· Tank easily removable via twistlock construction

· Ventilation and aeration

· Automatic pump shut-off during filling and emptying

· Mechanical level indicator and electronic display on terminal

· Load volume can be entered on terminal

· 8" 3-way valve at the rear of the tank for filling, emptying, and circulation
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· LED work lighting at the rear of the tank

· Warning beacon and camera at the rear of the tank

· Inspection cover in the rear wall

· Weight: approx. 5500 kg

OPTION: PREPARATION FOR VOGELSANG 30-36M FOR ZBV 32000Zs

· Transport hooks / holders on the tank with hydraulic operation

· Long CAT 4 hooks

· 4-point cross bracing on top of the tank with a stable bridge

· Crab steering remains possible with the machine, but not with the applicator

· Slurry distributor box with 2x 6" quick coupling

· Hydraulic / electrical adaptation

· Software adaptation

OPTION: SUPPLY LINE TO TOWED INJECTOR FOR VOGELSANG

· Supply line to a towed injector

· Slurry hose rotates along with the steering of the machine

· Suitable for a 32 m³ tank setup in combination with the Vogelsang preparation option

· 2x 6" supply line connected via quick couplings to the slurry distributor box

· 8" slewing ring / flow-through

OPTION: 2X KKM 6" CONNECTION WITH 8" FLANGE

· Mounted via 2x upper link arms CAT 3

· Connection piece/distribution pipe between the supply line and towed injector

· 2x 6" KKM quick coupling

· Connection piece/distribution pipe mounted under 8" slewing ring

OPTION: EXTRA LED WORK LIGHTS ON TANK

· 2 extra LED work lights at the rear of the tank in addition to standard work lighting

· 1x mounted on the left and 1x on the right

OPTION: PUMP-FILTER UNIT PF12000

Technical specifications of the pump-filter-suction arm unit:

· Complete unit mounted at the front on the frame

· Vogelsang displacement pump VX186-520QD, 12,000 l/min with hydrostatic drive

· Vogelsang displacement pump equipped with axial protection plates

· Vredo suction-cut filter FT 6200 with hardened steel interior and ejector function operable from 

the cabin
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· 10" DN250 front docking suction system, 135-degree swivelable

· Slurry pump return system

· Filling at reduced speed (1,000 rpm)

· Electric-hydraulic operation via multifunction joystick

· Slurry system parameter settings on terminal

· Automatic suction arm operation

· 6" suction connection

· Clean water tank and small toolbox

· Integrated underrun protection with LED road lighting

· Underrun protection is standard supplied with a flexible step

OPTION: TELESCOPIC DOCKING SUCTION ARM PF12000

The 10" suction arm is extendable by 1.6 m, allowing connection over wide

ditches up to approx. 7.2 m measured from the center of the front axle,

with a height of 4 m

· Equipped with 10" docking ball

· 2 cylinders for extension

· Air-operated sealing

· 4" ventilation
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